
 

BOSTON CONVENTION & EXHIBITION CENTER EXHIBIT 
HALLS 

PHYSICAL SPECIFICATIONS 
 

Boston Convention & Exhibition Center 
415 Summer Street, Boston, MA 02210 

Telephone: 617-954-2000 
 

Exhibits for Seafood Expo North America and Seafood Processing North America will be located in Halls A, B, & C. Exhibits 
must meet the physical specification requirements of the Boston Convention & Exhibition Center. If you have any 
questions concerning the specifications or utilities, or if you require additional information, please 
call Customer Service at 207-842-5504, or the BCEC Exhibitor Services Department at 617-954-2230. 

 
EXHIBIT HALLS: A Ceiling Heights 

Low Roof: 35’ –9” clear 
High Roof: Varies from 100’ north end to 96’ at south end 

B Ceiling Heights 
Low Roof: 35’ –9” clear 

High Roof: Varies from 96’ at north end to 87’ at south end 
C Ceiling Heights 
Low Roof: 35’ –9” clear 

High Roof: Varies from 87’ at north end to 76’ at south end 
 

Underside of Pedestrian Bridge: 19’8 
Nothing can be hung under the Pedestrian Bridge.  Maximum height allowance for booth space 
is 16’. 

 
FLOOR LOAD: A, B & C 400 psf 

 
FLOOR SURFACE: A, B & C - Concrete 

 

COLUMNS: 3’ 6” diameter indicated with a + on floor plan 

2’ x 10” diameter indicated with a ● on floor plan 

4’ x 9” diameter for the perimeter spider columns 

1’ diameter for the columns under the sky bridge 

 
UTILITIES: Power, Data and AV Floor Boxes 

 
ELECTRICAL: 30x30 on center 

100 amp 120/208V 3-phase pin and sleeve with sub fed. 30 amp 120/208V, 3- 
phase, twist lock NEMA L21-30R receptacle and 2-20 amp 120V GFI 
receptacles 30 amp 120/208V 3-phase dedicated twist-lock NEMA L21-30R 
receptacle 
10- category 6 telecommunications cables with 8 Strand Multi-Mode Optical 
Fibers 
1 – Microphone tie cable 
1-   RG-6 Coax cable Broadband 18 Ga cable 
2-   RG59U Coax 20 AWG Video Cable 

 
AIR/WATER/DRAIN: ¾” Non-potable water, ¾” compressed air and a 3” waste water drain 

 
LIGHTING: Metal halide with dimmable incandescent for plenary sessions/ 70 foot 

candles maximum. Hall Lighting at 100% level during Show Hours ONLY 
 
 
 

IMPORTANT NOTE: 
Please be sure to read the height restrictions in the Display Regulations. 

https://s23.a2zinc.net/clients/diversified/sena2022/CUSTOM/PDFs/SENA22/SENASPNADisplayRegulations.pdf

